
For us, it’s not just business. It’s personal.

Water SeparatorsWater Separators

Bulk water can be found in all compressed air systems. 
This can be very costly, resulting in corrosion, damage  
to tools and machinery downtime.

Applications include:

Electronics

Instrumentation

Laboratories

Manufacturing

Automotive and Robots

Oil & Gas

Paint Applications

Pneumatic Conveying

Walker Filtration manufactures a range of water separators to  
 

the reliability of compressed air systems, eliminating the problem 
of costly downtime.

maintenance costs

engineered using the latest CFD software to identify and eliminate 

The shield at the bottom of the module prevents re-entrainment 
of separated water and creates a calm zone allowing for bespoke 
drainage options

Exceptional performance levels

¼" to 3" threaded housings are manufactured in robust   
cast aluminium alloy with a corrosion protective Walker  

No replacement components are required making Walker  
Filtration’s water separators a viable, cost e�ective solution.

Tested in accordance with   
ISO 12500-4

www.cagpurification.com
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Water Separators

Bulk water can be found in all compressed air systems.
This can be very costly, resulting in corrosion, damage
to tools and machinery downtime. 

Omega Compressors offers a range of water separators to remove 99% of bulk water. 
This highly effi cient product enhances the reliability of compressed air systems, 
eliminating the problem of costly downtime.

Signifi cantly reduces maintenance costs

The unique fi ns on the centrifugal module have been custom engineered using the 
latest CFD software to identify and eliminate points of low effi ciency, ensuring 
excellent liquid removal even at low fl ow velocities.

The shield at the bottom of the module prevents re-entrainment
of separated water and creates a calm zone allowing for bespoke
drainage options.

Exceptional performance levels

¼" to 3" threaded housings are manufactured in robust
cast aluminium alloy with a corrosion protective E-Coat™ fi nish.
No replacement components are required making Omega
Filtration’s water separators a viable, cost effective solution.

Tested in accordance with ISO 12500-4

Applications Include:
Electronics

Instrumentation

Laboratories

Manufacturing

Automotive and Robots

Oil & Gas

Paint Applications

Pneumatic Conveying



Water Separators

Technical Specifi cation

Technical Notes

Typical Performance

1

2

A078WS and larger do not include a drain but a 1/2” npt connection only. Drain is extra and can be purchased separately 
from Omega Compressors.

A028 WS to
A340 WS

A391 WS to
A1200 WS

Grade WS

Maximum recommended operating temperature 120°C 248°F

Minimum recommended operating temperature 1.5°C 35°F

Maximum working pressure 16 barg 232 psig
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Tested in accordance with ISO12500-4 on an A059WS water separator.
 in variable speed compressor applications.

FILTER 
MODEL

PIPE 
SIZE

FLOW RATE DIMENSIONS (MM) WEIGHT 
KGNm³/h SCFM A B C D

A028 WS ¼ 42 25 70 25 191 90 0.7

A038 WS 59 35 70 25 191 90 0.7

A058 WS  ½ 85 50 70 25 191 90 0.7

A059 WS  ½ 119 70 100 35 276 110 1.5

A078 WS ¾ 212 125 100 35 276 110 1.5

A108 WS 1 297 175 100 35 276 110 1.5

A128 WS 1¼ 476 280 122 42 460 150 2.5

A158 WS 1½ 545 320 122 42 460 150 2.5

A159 WS 1½ 680 400 146 52 482 180 4

A208 WS 2 1189 700 146 52 482 180 4

A254 WS 2½ 1445 850 210 67 595 200 8.5

A340 WS 3 2549 1500 210 67 595 200 8.5



63 Morrow Rd.
Barrie, ON Canada L4N 3V7
Tel: 800-668-8448 or (705) 721-9500
Fax: (705) 721-8646
Email: info@omegacompressors.com
www.omegacompressors.com
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Aluminum Air Piping

Ball Valves

Check Valves

Compressed Air Filters

Compressor Oil

Compressor Pumps

Desiccant Air Dryers

Electric Motors

Electronic Auto Drains

Filter Elements

Filter - Regulators - Lubricators

Flex Hose Connectors

Gauges

Magnetic Starters

Oil Monitors

Oil/Water Separators

Pilot Valves

Pneumatic Auto Drains

Pressure Switches

Refrigerated Air Dryers

Remote Air Receivers

Safety Valves

Service Parts

Throttle Controls

Vibration Isolators

Water Separators

Compressed Air Accessories

1 year limited warranty


